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Sample name: Rechargeable lithium—ion cell JP30P1 3.68V 3Ah 11.1Wh
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Statement
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The report is invalid without the dedicated inspection and testing seal of Shanghai Institute
of Chemical Industry Testing Co., Ltd. and QR Code affixed on it.
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Duplicate, altered or forged reports are invalid.
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The report is invalid without the signatures of appraiser, checker and approver.
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Unless otherwise specified, the inspection item of the report is sample of the substances or
articles declared to be transported by the applicant. Conclusion of the report only applies to

the final sample as received. It is the applicant’s responsibility to guarantee that samples
provided are consistent with the goods to be transported.
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The report does not involve ingredient analysis of the samples. Relevant information and
documents (including information on ingredients) submitted must be authentic and complete.

Otherwise, the applicant shall bear any legal liability and other possible consequence arising
from the authenticity of information provided.

AYE W MAEA R TR S W B ETE.
The report is valid in the year subscribed on it. On special occasions, please refer to
Comment of the report.

A% EPBAEBER LEENER.

The report takes no account of any State and Operator Variations.
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The report is only valid for the mode of transport or inspection method specified. Different
modes of transport or inspection methods may lead to different conclusions.

o B ELA PR T ENAR S ) W www.ghs.on B S E 4 e B AT AR )

The authenticity of the report can be verified by visiting our website (www.ghs.cn)or
scanning the QR code on the report.
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Application for the report can be done via our website: www.ghs.cn.
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Address: Reception Hall, Shanghai Institute of Chemical Industry Co., Ltd., No.2779
West Guangfu Road, Shanghai, China.

B 4 (Post code): 200062

W, 7% (Tel):(008621)31765555

¥R 45 (Email): center@ghs.cn

M kit (Website): www.ghs.cn
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Hazard Classification and Identification Report
for Transport of Goods
§ AT R B B JP30P1 3. 68V 3Ah 11. 1Wh
¥ X
Mo 4 AR Chinese
Sample Name R Rechargeable lithium—ion cell JP30P1 3.68V 3Ah 11.1Wh
FE L
English
EX0 V1 IR I TE e e B IR AT
Applicant Xiamen Ampace Technology limited
N ¥ JE IR e 2 R AT
Manufacturer Xiamen Ampace Technology lLimited
BBik, 25 E i@t e ke RNy 668K
Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 66th Edition
PR3-S} 1 [ i B B RV RS
Sample appearance Blue Cylinder plastics film shell
8B BT L H R E <10kg.
Package information Lithium batteries total net weight<<10kg.
5 WA £ A5 %% Capacity HEFH X $HEFke *¥
NO. Battery type Model /424-FLi content Placement Unit weight | Quantity
1 ] 7 B T B JP30P1 3Ah 11. 1Wh Rt B SIS 3 0. 0489 200
Rechargeable Li-ion Battery only
cell
1. fER IR %) (Hazards identification)
R
Miscellaneous.
o
z
£ 2 2 ZEHRERRTERTS (GRS FFE K2 (Suggestion according to IATA DGR)
-
6 Proper Shipping Name:Lithium ion batteries
z 3 Class or Division:9
5 UN Number:UN3480
b4
(@]
g
© 3. @#E R (Packaging requirements)
#® & |HE UL 196558 TBH 4 TR A0 R,
5 The article is packaged according to the Packaging Instruction 96
=z
TR BEA
Cargo Aircraft Only
Bl H,;;E’ 2025-07-24 EXAH: 2025-07-24 iﬁfag’ 2025-07-24
Inspection Date: I ssue Date: Effective Date:
7
iz
Comment
wht - VE 2y ik o ff
Approver: 4 7. Checker: Appraiser: B
pp pp ,
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Inspection results and other things
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Lithium cells and batteries listed in this report were manufactured under the quality management program described in IATA
DGR 66th 3.9.2.6.1(e).

Lithium cells and batteries listed in this report are not damaged or defective cells or batteries.

Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped
for recycling or disposal.

RET BRI LTS B GRIGRRE T H1115408. 3/ 1M MR 2 k.

AP R AR L. 2k TR0 . CWRAFREBRT (AR M) FrEsk (L itis .,

Lithium cells and batteries listed in this report are of the types proved to meet the requirements of
each applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38.3.

The package has passed the 1.2m drop test. The package has passed the stacking test required in DGR
UN38. 3ik 4 M w5

The UN38.3 Test Summary No. (s)

812500100555432

VRS SR U 41,

Please scan the QR code on the right for more information.

bt e SR A IS, AT IRE RN AN

I B 3@ M 1 7 B M

Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed in a strong
rigid outer packaging. e
Cells and batteries are properly protected to prevent short circuits. |
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Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s Declaration as
set out in Section 8, and the air waybill, when used, must contain the applicable information required by 8.2.1 and 8. 2. 2,
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AR LINE “IURTEHL” $7% (DGRET. 4. B) .

Each package must be durably and legibly marked with the battery mark shown in Figure 7.1.C in IATA DGR in addition to the
Class 9-Lithium Battery or Sodium Ion battery hazard label (Figure 7.3.X in IATA DGR). Note:The mark illustrated in Figure
7.1.C of the 63rd edition of DGR may continue to be used until 31 December 2026

Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition the net
weight when required by 7.1.4.1(c) must be marked on the package

Each package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).

HHRZAT AL, A ERTREE T RM T EZHn, Eia RS e T E A R H30%,
According to the statement of the applicant, lithium ion cells and batteries listed in this report are offered for transport
at a state of charge (SoC) not exceeding 30% of their rated capacity.

HHIBAE S FIBAE G (1 4STRRAN) . 2. LB IRSAE, B3R SIRNME, 4. 151 5 MR ks, IR 251G 1 S e 7R [ A,
FEEARIEN.

Lithium cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1
(flammable solids) or Division 5.1 (oxidizers).
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